
 

www.utility.com 

Access to critical enterprise information 
requires safe, secure and reliable 
connectivity to remote assets.  

The OnComm Rocket is a high performance, 
ruggedized, secure, mobile communications 
gateway that provides: 

·  A combination of Wi-Fi and cellular 
communications with automatic switching 
and continual connectivity of high speed 
access to critical information 

·  Two 802.11b/g connections for creating 
mobile hot-spot and connecting to 
enterprise LAN 

·  One ExpressCard slot for wireless broadband 

·  Automatic switching between Wi-Fi and 
cellular networks for continual connectivity 

·  Remote administration for over-the-air (OTA) 
diagnostics, upgrades and configuration 

·  Extends data network coverage  

·  Optional WiMax, 900Mhz, and 4.9GHz 

·  GPS locations for real-time resource 
management and route optimization 

·  On-board vehicle diagnostics for proactive 
maintenance 

·  Tracking of remote assets and safety alerts 
using active RFID  

Why use the OnComm Rocket versus a 
laptop with embedded Wi-Fi and GPS? 

·  Automatic network management requires 
no user interaction 

·  Programmable GPS reporting schedules 

·  GPS locations can be relayed to multiple 
network servers for enterprise interoperability  

·  GPS capture is independent of laptop 
power and processing capabilities 

·  Store and forward GPS data for network 
availability analysis 

·  High performance communications router 

·  Remote administration and OTA firmware 
updates provide ultimate device control  

·  Network management and faster 
connection speeds maximize productivity  

·  Future-proof design makes it simple to 
upgrade to new wireless technology 

·  Protective ExpressCard cover prevents 
damage and theft 

·  Easy-to-deploy, field upgradeable design 
delivers faster ROI, lower TCO and longer 
product life 

Why use the OnComm Rocket versus other 
mobile routers? 

·  Manufactured in the USA with a ruggedized 
design, key lock mount and small footprint  

·  SiRF GPS provides reliability in urban canyons 
and dense foliage  

·  Future-proof design ensures easy migration 
to evolving communication standards 

·  Comprehensive administration provides 
control over  network security and 
operational policies and procedures 

·  ExpressCard standard slot and two 802.11 
b/g connections with automatic switching 
for continuous connectivity  

·  Utility Associates provides unparalleled 
customer support and industry innovation 

Wireless Mobi lity Starts  
with the OnComm TM Rocket  
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Made in the USA of laser-cut steel with a 
vehicle locking mount and all solid state 
components. The OnComm Rocket ensures 
optimal mobile productivity, safety, and 
communications through: 

Wireless Mobility 
·  Dual 802.11b/g   

·  ExpressCard standard slot 

·  Automatic switching from Wi-Fi to cellular 
network for Internet backhaul 

·  Continual connectivity for high-speed data 
transfer 

·  Supports ExpressCards from all major cellular 
carriers 

·  Data card slot supports field upgrades to 
latest cellular protocols  

·  GPS, RFID and vehicle diagnostic data 
enable real-time resource awareness and 
fleet optimization  

·  Remote, enterprise administration of Linux 
firmware  

·  Supports VoIP communications 

·  Optional Variable Gain Direct Connect 
Amplifier extends the range of cellular data 
coverage up to 30 miles 

·  Supports  WPA2/WEP128/ WEP64 security 

Vehicle Telematics and Diagnostics 
·  Optional vehicle diagnostics with OBD-

II/CAN/J-BUS  

·  Optional RFID reader, tags and key fobs 

Communications/GPS 
·  3.1 Mbps CDMA EVDO Rev A 

·  3.6 Mbps GSM HSDPA 

·  108 Mbps wireless LAN - 802.11 Super G 

·  Optional WiMax, 900Mhz and 4.9 Ghz  

·  20 Channel SiRFstarIII GPS chip 

·  802.11b/g Multicast GPS  

 

Processing 
·  500 Mhz processor 

·  256 MB RAM memory 

·  1 GB embedded CF data card 

Physical Characteristics 
·  USB/RJ-45/Serial Port connections 

·  Ruggedized laser-cut steel frame 

·  Vehicle locking mount with key control 

·  Protective Lexan ExpressCard cover 

·  Dimensions 
- Length: 10" (254 mm) 

- Height: 7" (177 mm) 

- Width: 2" (50 mm) 

- Weight: 7 lbs. (3.7 kg) 

Environmental 
·  Operating Temperature: -30° to +60°C 

·  Operating Humidity: 0%~95% 

·  MIL STD 810F Temperature and Vibration 
certification 

FCC 
·  Class B Device 

 

Real-time Resource Awareness through the  
OnComm TM Rocket Mobile Communications Gateway 


